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Bi-Amped Coaxial Monitor
with integrated DSP.
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12" COAXIAL 2 WAY SYSTEM
WITH INTEGRATED
HIGH DEFINITION DSP DSP CONTROL

1000 WATTS PUSH TO EDIT

DESIGNED AND ENGINEERED IN GERMANY ¢
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Features & Description
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12" COAXIAL 2 WAY SYSTEM

WITH INTEGRATED
HIGH DEFINITION DSP DSP CONTROL

{oiom PUSH TO EDIT

o DESIGNED AND ENGINEERED IN GERMANY £

LCD display
Graphical LCD display showing all paramters of the internal EASY
CONTROL DSP.

INPUT GAIN A Controller
Adjusts the level of the input A (input gain).
Reduce the level in case of signal distortion.

INPUT GAIN B / C Controllers
Adjusts the level of the inputs B/ C (input gains).
Reduce the level in case of signal distortion.

MIC / LINE Switches

Switch, to adjust input sensitivity.

If the switch is in position LINE, the input
sensitivity is adjusted to line level.

If the switch is in position MIC, the input
sensitivity is adjusted to microphone level.

MIX OUTPUT Connector
Balanced sum output (XLR male) of mixed
signal from all input channels (PRE DSP).

Mains Switch
Switch to turn ON or OFF the speaker.

DSP CONTROL encoder

Encoder to adjust all DSP settings.
PUSH to enter menus.

DOUBLE RCA Y-Connector
Asymmetric stereo RCA input
(for CD-player, MP3-player, etc.)

INPUT B Connector
Symmetric XLR/6.3 jack combo connector
(for microphones, mixers, instruments, etc.)

INPUT C Connector
Symmetric XLR/6.3 jack combo connector
(for microphones, mixers, instruments, etc.)

LOOP C Connector
Symmetric XLR output connector,
parallel to INPUT C.

Mains Connector
Mains connector, for power mains cable.
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LCD Display
Grafisches LCD Display zur Anzeige aller Parameter des
integrierten EASY CONTROL DSPs.

INPUT GAIN A Regler
Stellt den Pegel des Eingangs INPUT A ein (Eingangs-Gain).
Drehen Sie diesen Regler zuriick, wenn das Signal verzerrt klingt.

INPUT GAIN B/ C Regler
Stellt den Pegel der Eingdnge INPUT B/ C ein (Eingangs-Gains).
Drehen Sie diesen Regler zuriick, wenn das Signal verzerrt klingt.

MIC / LINE Schalter

Schalter zur Anpassung der Eingangsempfindlichkeit.
Wenn sich der Schalter in Position LINE befindet, ist die
Eingangsempfindlichkeit auf Line-Level eingestellt.
Wenn sich der Schalter in Position MIC befindet, ist die
Eingangsempfindlichkeit auf Mikrofon-Level eingestellt.

MIX OUTPUT Buchse
Symmetrischer XLR-Ausgang des gemischten Signals aller
Eingangskanéle (Summe) vor dem DSP.

Netzschalter
Netzschalter zum Ein- Ausschalten des Lautsprechers.

DSP CONTROL Encoder

Encoder-Regler zur Einstellung aller DSP Einstellungen.
Driicken des Encoders fiihrt in alle Meniis.

DOPPEL-CINCH Y-Eingangsbuchse
Asymmetrischer Stereo-Cinch-Eingang
(fur CD- oder MP3-Player, etc.)

INPUT B Eingangsbuchse
Symmetrische XLR/6.3-Klinke Kombinationsbuchse
(fir Mikrofone, Mixer, Instrumente, etc.).

INPUT C Eingangsbuchse
Symmetrische XLR/6.3-Klinke Kombinationsbuchse
(fiir Mikrofone, Mixer, Instrumente, etc.).

LOOP C Ausgangsbuchse
Symmetrische XLR-Ausgangsbuchse,
parallel zum Eingang INPUT C.

Netz-Anschlussbuchse
Netzbuchse zum Anschluss des IEC Netzkabels
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System Type: Self-powered 12" two-way,coaxial
Freq y Range (-10 dB): 55 Hz - 20 KHz
Frequency Resy (+3 dB): 64 Hz - 20 KHz
Coverage Pattern: 90° x 90° nominal (HxV)
HF Horn: Coaxial (included)
Crossover Modes: Active
Crossover Frequency: 2.300 Hz

Power Rating
(Continuous / Program):

350 W /1.000 W

Maximum SPL: 127 dB SPL peak
Driver: 1 x 12/1" Coaxial
Enclosure: 15mm, birch plywood
Suspension / Mounting: 35 mm pole socket, monitor angle 32°
Transport: 2 integrated handles
Finish: Black spot painting
Grille: Powder coated, black, perforated steel
with acoustic foam
Connectors: Input: 2 x XLR combo female (Mic / Line), 2 x RCA

Output: 1 x XLR mix output, 1 x XLR loop input C

Dimensions (W x H x D):

400 mm x 314 mm x 465 mm

Net Weight:

14 kg
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Applications

MONITOR APPLICATION WITH MIXER / MONITOR ANWENDUNG MIT MIXER

00000000

PLAYER & MICROPHONE APPLICATION / PLAYER & MIKROFON ANWENDUNG

www.gqpro-audio.com



Notes
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